Indoor Video Intercom Datasheet
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Video Intercom
Guests can dial directly to a tenant’s
smartphone for a one-way video call.

Access Control
Tenants and staff access the community with
a card or fob through the built-in card reader.

Visitor Scheduling
Issue self-expiring codes to guests, service
workers, delivery drivers and more.

Mobile App
Tenants can create virtual key codes and tap
to open the gate/door without a key.

LobiCom Security
A central security dashboard allowing
security to view and manage entrances.

Administrative Dashboard
Fully customize access levels and
permissions for each type of guest.

MOBILE APP

Video chat with visitors

Create custom visitor codes
Unlock doors & gates remotely
View personal event history



Technical Specifications

GENERAL

CAMERA 1080p

MICROPHONE Dual Stereo

SPEAKERS Dual Stereo

INTEGRATED CARD READER 125kHz

MAXIMUM TENANTS 50,000

ELECTRICAL

POWER IN 12VDC / 2 Amps - 5mm x 2.1 Connector
NETWORK RJ45 / WiFi /Cellular

CONNECTIONS USB for external keyboard

USB for connection to door controller

PHYSICAL

DIMENSIONS 16”H x 9.5”W x 3.25”D
WEIGHT 10.5 lbs
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NEMA / IP RATINGS NEMA 1/ IP51 r 1 —
MOUNTING 4” Surface Mount
TEMPERATURE RATING 32F ~ 104F \
DISPLAY TYPE 11.25” Touchscreen
DISPLAY BRIGHTNESS 250 Lux .25 16”
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3.25” Depth
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